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POWERTOWER®

Specifications 

Maximum working height: 5.10 m
Maximum platform height: 3.10 m
Platform dimensions: 1.52 m x 0.75 m
Working foot print: 1.60 m x 0.78 m
Safe working load: 250 kg

Length: 1.60 m
Width: 0.78 m
Height: 1.85 m
Weight: 342 kg

Battery: 12V c/w automatic charger. 
Mains: 110V or 230V.
Controls: Simple push button basket controls.

Construction: Heavy duty fabricated steel 
superstructure, stainless steel bushed 
pivots, tough powder coated finish.

Safety: CE marked, complies with applicable 
European legislation including the 
Machinery Directive using the EN280 
design standard. Full fail-safe hydraulics, 
automatic locking wheels.

Options: Tilt alarm c/w auto cut-out. Narrow 
basket for suspended ceiling grid access. 
Pipe Carrying kit (max 2” pipe). Tool tray. 
Foam buffer kit.

Safety features

Fail-safe hydraulic circuit complete with 
check valve on lift cylinder
Improved heavy-duty Auto-Lok wheels on 
elevation provide secure base
Emergency descent from ground level
Audible ascent and descent drive alarm
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Maximale werkhoogte 5.10 m

Maximale hoogte platform 3.10 m

Hefcapaciteit  250 KG

Gewicht machine 342 KG

Aandrijving rijden/verplaatsen Push around

Aandrijving op en neer Accu

Platform breedte A 0,75 m

Platform lengte 1,52 m

Lengte machine B 1,60 m

Breedte machine C 0,78 m

Hoogte machine D 1,85 m

Specificaties model Power Tower PTE 51

VHS Verhuur 
Vlasakker 11
3417 XT Montfoort

0348-408311

Low level hoogwerker  - PTE 51


