
Maximale werkhoogte  9.90 m

Hefcapaciteit  454 KG

Energiebron  Accu

Gewicht  2.055 KG

Platform hoogte max. A   7.90 m

Platform hoogte min. B  1.16 m

Lengte platform C  2.26 m

Lengte platform uitgeschoven  3.18 m

Breedte platform D   1.15 m

Transport hoogte E 2.26 m

Transport lengte F  2.41 m

Transport breedte G   1.17 m

Wielbasis H  1.85 m

Bodemvrijheid I  95 mm

Bodemvrijheid met pothold uitgeklapt  J   19 mm

  *  The metric equivalent of working height adds 2
platform height. 
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manual for details regarding slope ratings.
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<70 dBA <70 dBA <70 dBA <70 dBA <70 dBA
<70 dBA <70 dBA <70 dBA <70 dBA <70 dBA
<8 ft 2 in/s² <2.5 m/s² <8 ft 2 in/s² <2.5 m/s² <8 ft 2 

4,351 lbs 2,447 kg 5,395 lbs 2,812 kg 6,200 lbs

006/42/EC - Machinery (harmonized standard EN280); 2004/108/EC 
)DVL( C
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Maximum platform occupancy (indoor/outdoor) 
Lift capacity  
Lift capacity - extension deck 
Drive speed - stowed 
Drive speed - raised 
Gradeability - stowed ** 
Turning radius - inside 
Turning radius - outside 
Raise / lower speed  
Controls  
Drive  
Multiple disc brakes 
Tyres - solid non-marking  

Power

Power source  
  
Hydraulic system capacity 

Sound & Vibration Levels

Sound pressure level (ground workstation) 
Sound pressure level (platform workstation) 
Vibration 

Weight***

  

Standards Compliance 
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  *  The metric equivalent of working
platform height. 

d ot seilppa ytilibaedarG  ** 
manual for details regarding

dneped yrav lliw thgieW  ***
standards. 

Productivity

Maximum platform occupancy (indoor/outdoor) 2/2 2/2 2/2 2/2 2/1 
Lift capacity  544 kg 1,200 lbs 454 kg 1,000 lbs 318 kg
Lift capacity - extension deck 113 kg 250 lb 113 kg 250 lb 113 kg
Drive speed - stowed 3.2 km/h 2 mph 3.2 km/h 2 mph 3.2 km/h
Drive speed - raised 0.8 km/h 0.5 mph 0.8 km/h 0.5 mph 0.8 km/h
Gradeability - stowed ** 30% 30% 30% 30% 25% 
Turning radius - inside zero zero zero zero zero 
Turning radius - outside 2.29 m 7 ft 6 in 2.29 m 7 ft 6 in 2.29 m
Raise / lower speed  30 / 30 sec 30 / 30 sec 30 / 30 sec 30 / 30 sec 57 / 30
Controls             proportional            proportional            proportional
Drive          dual front wheel         dual front wheel         dual
Multiple disc brakes          dual rear wheel          dual rear wheel          dual
Tyres - solid non-marking  38 x 13 x 28 cm 15 x 5 x 11 in 38 x 13 x 28 cm 15 x 5 x 11 in 38 x 13

Power

Power source               24 V DC                  24 V DC                                        24
  (four 6 V 225 Ah batteries) (four 6 V 225 Ah batteries)  (four
Hydraulic system capacity 17 L 4.5 gal 17 L 4.5 gal 17 L 

Sound & Vibration Levels

Sound pressure level (ground workstation) <70 dBA <70 dBA <70 dBA <70 dBA <70 dBA
Sound pressure level (platform workstation) <70 dBA <70 dBA <70 dBA <70 dBA <70 dBA
Vibration <2.5 m/s² <8 ft 2 in/s² <2.5 m/s² <8 ft 2 in/s² <2.5 m/s²

Weight***

  1,974 kg 4,351 lbs 2,447 kg 5,395 lbs 2,812 kg

Standards Compliance EU Directives: 2006/42/EC - Machinery (harmonized standard EN280);
)DVL( CE/59/6002 ;)CME(  
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Schaarhoogwerker - Genie 2646

Specificaties model Genie 2646

VHS Verhuur Woerden
Jan Kriegestraat 5 
3443 TJ Woerden

0348-408311


